Introducing the **RDAFCC**—

**Flat Cable Clamp**

**Features and Benefits**

- Spring action of clamps safely improves the grip onto the flat cable and reduces movement from vibration
- Available with adhesive back for quick mounting
- Parts without adhesive can be installed with plastic/metal screws or rivets
- Space saving; secures cables directly against the board
- Low profile with minimal protrusion from the clamp
- 3 sizes to accommodate maximum flat cable width of 25mm, 50mm and 80mm
- Recommended max cable thickness: 5mm

**Markets**

- Consumer Electronics
- White Goods
- Telecommunications

**Other Related Richco Product Solutions**

### Table: RDAFCC Specifications

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Maximum Cable Width</th>
<th>Mounting Method</th>
<th>Adhesive</th>
<th>2.984 (75.8)</th>
<th>1.492 (37.9)</th>
<th>1.169 (29.7)</th>
<th>NA</th>
</tr>
</thead>
<tbody>
<tr>
<td>RDAFCC-25</td>
<td>1 (25.4)</td>
<td>#6 or M3 Screw</td>
<td>Adhesive</td>
<td>2.984 (75.8)</td>
<td>1.492 (37.9)</td>
<td>1.169 (29.7)</td>
<td>NA</td>
</tr>
<tr>
<td>RDAFCC-50</td>
<td>2 (50.8)</td>
<td>#6 or M3 Screw</td>
<td>Adhesive</td>
<td>5.059 (128.5)</td>
<td>2.5 (63.5)</td>
<td>2.224 (56.5)</td>
<td>1.496 (38)</td>
</tr>
<tr>
<td>RDAFCC-82</td>
<td>3 (76.2)</td>
<td>#6 or M3 Screw</td>
<td>Adhesive</td>
<td>7.062 (179.4)</td>
<td>3.484 (88.5)</td>
<td>3.259 (82.8)</td>
<td></td>
</tr>
</tbody>
</table>

*UL94 V0 material by special order only. To order, add -19 to end of part number.*